WVDOT 2000 Release Notes –

1) The Working Units for all Roadway and Bridge design files will be as follows:  

Master Units
1’
[ft]

       Sub Units
12”
[in]

       Positional Units
254
[ ]

2) The Seed Files were created using the following parameters:  

a) The Working Units are set to 12/254 as outlined above,

b) The Global Origin of the Seed Files corresponds to approximately the center of the Design Plane in terms of the West Virginia State Plane Coordinates.

3) The cell files used by WVDOT may be downloaded from the following web site:

www.wvdot.com/9_consultants/9b1_microstation.htm

4) Currently WVDOT uses MicroStation/J (version 7.1) made by the Bentley Corporation to generate its cadd files.  Therefore WVDOT requires that all CADD files submitted also be in this format.

5) The colors for Electrical, Gas, Communication, Water, and other utilities were based upon the Miss Utility Color Coding which may be found at the below web page:  

www.missutility.net

6) The provided Cell Libraries (border00, quant00, rdysym00, and rdytyp 00) have been re-scaled so that they will be of the proper size when the MicroStation Working Units are set to 12/254.

7) The below is a synopsis of the data and information files which are located within the WVDOT2000 sub-directory:

a) Install.txt – instructions used for the installation of the WVDOT bar menu.

b) Levels & Symbology.xls – a spreadsheet (Microsoft Exel) that contains the level structure and symbology coding that is used by WVDOT.

c) Project File System.doc – a document (Microsoft Word) that stipulates the file naming conventions used at WVDOT.

d) WVSPC.doc – a document (Microsoft Word) that lists the calculations used to convert West Viginia State Plane Coordinates to latitude and longitude, and vice versa.  This document also contians an outline of the section of the West Virgina State Code that defines the WV State Plane Coordinate System.

e) Wvspcs.tiff – an image file that has a map of the West Virginia State Plane Coordinates, origin points, and so on.

8) Other software used by WVDOT:

a) InRoads SelectCAD (V8.1), 

b) Survey SelectCAD (V8.1),

c) InterPlot (V9.0), and

d) MicroStoft Windows/NT (4.0).

