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TO ITEM 645001-001

AND SHALL BE INCIDENTAL

SPEC. SECTION 606.3 

SEPARATION PER STD.

STONE AND FABRIC FOR

SURROUNDED BY CRUSHED

NON-CORROSIVE UNDERDRAIN

6" DIA. PERFORATED

OFLOCAL WATER TABLES. 

DETERMINED BY ELEVATION

OFUNDERDRAIN TO BE

THE ACTUAL LOCATION *

1
2
"

POLYETHYLENE

2 LAYERS OF 6 MIL

 
A4

POLYETHYLENE

2 LAYERS OF 6 MIL
TO ITEM 645001

6" EPS FOAM INCIDENTAL
TO ITEM 645001

6" EPS FOAM INCIDENTAL

EXCAVATION

STRUCTURE

LIMIT OF

EXCAVATION

STRUCTURE

LIMIT OF

EXCAVATION

STRUCTURE

LIMIT OF

INCLUDED IN ITEM 645001

LIMITS OF EXCAVATION

INCLUDED IN ITEM 645001

LIMITS OF EXCAVATION

PILE CAP CONSTRUCTION

STRUCTURE EXCAVATION WITH

BOTTOM OF REINF. FILL ZONE &

NOTE: COORDINATE LOCATION OF

SPECIFICATION

OF THE STANDARD

PER SECTION 704.6

TYP. ALL LAYERS

ITEM 307001

CLASS I AGGREGATE

DETAILS (1 OF 2)
REINFORCED BACKFILL

1710SS5

QUANTITIES
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INCIDENTAL ITEM INCLUDED IN 645001

CY
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REINFORCED
EXC. FOR
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SF

MEMBRANE

GEO-

DESCRIPTION DIMENSIONCODE

REBAR CONTROL DIMENSIONS

           APPROACH SLAB LENGTHA4

(ALONG PGL)

4'-0" MIN

T
Y

P

M
A

X

WOVEN GEOTEXTILE (TYP)

FABRIC WALL

BRIDGE APPROACH FILL

LIMITS OF REINFORCED

5'-0" MIN

4'-0" MIN LAP

1
0
" 
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I
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1
8
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M
A

X

SLAB AND APPROACH SLAB

TYPICAL LONGITUDINAL SECTION THROUGH SLEEPER 

LESS THAN OR EQUAL TO 2‚"

WITH THERMAL MOVEMENTS 

FOR INTEGRAL ABUTMENTS

LESS THAN OR EQUAL TO 2‚"

WITH THERMAL MOVEMENTS 

FOR SEMI-INTEGRAL ABUTMENTS

LIMITS OF IMPERMEABLE

5'-0" MIN

CHECKED DATE

DATE

DESIGNED DATE

DATE

DATE BY

DRAWN

REVISIONNO.

 WEST VIRGINIA DEPARTMENT OF TRANSPORTATION

DIVISION OF HIGHWAYS
REVIEWED

 

 

1
4
-J

U
L
-2

0
2
0
 0

6
:2

6

                        

                        

                        

                         

                        STANDARD BRIDGE PLANS
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DETAIL A

SEE DETAIL A

SEE DETAIL A

SF

FOAM

EPS


