
Effective Date: 6/8/21

THE FOLLOWING MODELS ARE APPROVED FOR USE ON ALL ROADWAYS:

MANUFACTURER MODEL LAB APPROVAL NUMBER
Plastic Safety Systems

PSS1.01.661 Navigator w/ NB30 Base 1394639
Work Area Protection

WAP1.01.664 CC-42 w/ CB-30 Base 1394640
Work Area Protection

WAP1.01.664 CC-42 w/ CB4220 Base 1394641
3D Traffic Works

3DT1.01.664 TD-7500 w/ TD8350 20 # base 1394642
3D Traffic Works

3DT1.01.664 TD-7500 w/ TD8350 30 # base 1394643
Plasticade

PPC1.01.664 Navicade 650 w/ 650-RB-30 base 1394644
Traffix Devices
TDI1.01.661 42" Looper-Cone w/ 42030-CRU base 1394645

Bent Manufacturing
BMC2.01.664

Fluorescent-Orange T-top Stackable Channelizer Cone w/ 30 # RECT 
base 1394646

Cortina Safety Products Grip N Go 42” Channelizer Cone with 30 lb base 1462416

THE FOLLOWING MODELS ARE APPROVED ONLY FOR USE ON ROADWAYS WITH A 
NORMAL POSTED SPEED LIMIT OF 55 MPH OR LESS:

MANUFACTURER MODEL LAB APPROVAL NUMBER
Plastic Safety Systems

PSS1.01.661 Navigator w/ NB16 Base 1394647
Work Area Protection

WAP1.01.664 CC-42 w/ CB-16 Base 139648
3D Traffic Works

3DT1.01.664 TD-7500 w/ TD8350 15 # base 1394649
Plasticade

PPC1.01.664 Navicade 650 w/ 650-RB-16 base 1394650
Traffix Devices
TDI1.01.661 42" Looper-Cone w/ 42016-CRU base 1394651

Bent Manufacturing
BMC2.01.664 Fluorescent-Orange T-top Stackable Channelizer Cone w/ 15 # base 1394652

Cortina Safety Products Grip N Go 42” Channelizer Cone with 16 lb base 1462416

the Standard Specifications for guidance regarding the required use of a
 NCHRP-350 or MASH approved device

approved devices

Approved Products List
Channelizer Cones - NCHRP-350 (715.9.3.2)

NCHRP-350 Approved Devices
 Refer to the "Channelizer Cones - MASH" APL for MASH

Refer to project plans, 2017 Standard Specifications, and latest Supplemental to 


